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DRY BATH- 100 Series

Dry Bath-100 Series of Labocon provides precise &
uniform temperature from ambient = 5°C to 100°C and
offers a wide range of blocks of various specifications
configured for different types of test tubes. Controlled by
a microprocessor, it has LED display and temperature-
rise audio alarm.

Specifications:

LDB-101

Range Ambient +5°C to 100°C
Temperature Uniformity <+0.5°C
Accuracy + 0.5°C
Display Resolution +0.1°C
Timer Range 99 h 59 min.
Time for Heating <25 min (20°C to 100°C)
Dimension (LxWxH)(mm) 225x160x197
Weight (kg) 8
Catalog No. 5131101241

Optional Accessories:

Block Model Block Capacity Catalog No.

LA-01 96x0.2ml PCR tubes 5131102241
LA-02 29x0.5ml+32x1.5ml 5131103241
LA-03 61x0.5ml 5131104241
Dia.108x32
LA-04 41x1.5ml 5131105241
LA-05 41x2.0ml 5131106241
LA-06 61x Dia.6mm 5131107241
LA-07 28x Dia.12mm 5131108241
LA-08 28 % Dia.13mm 5131109241
LA-09 21X Dia.15mm 5131110241
LA-10 21x Dia.16mm 5131111241
Dia.108x 50
LA-11 17 % Dia.18mm 5131112241
LA-12 14 % Dia.20mm 5131113241
LA-13 9% Dia.25mm 5131114241

LA-14 4% Dia.32mm 5131115241
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DRY BATH- 200 Series

Labocon presents Dry Bath-200 Series, regulated by
microprocessor controller it has effective & uniform
temperature control. It is equipped with LCD display and a
variety of easily removable blocks.

Specifications:

LDB-201 LDB-202

Range Ambient +5°C to 100°C -10°C~100°C
Accuracy + 0.5°C
Display Resolution +0.1°C
Timer Range Tmin~99h 59 min.
Heating(20°C to 100°C) <12min <20min
Time for Heatin . . <25min (20°C to -5°C) when Ambient is <30°C
° Cleeling 207 o TG Neihppliae s < 30min (20°C to -10°C) when Ambient is <25°C
Heating Device Heater Peltier
Cooling Device Not Applicable Peltier
Dimension (LxWxH)(mm) 300x212x180
Net Weight (kg) 2.5 5.0
Power Supply AC220V/120V, 50/60Hz
Catalog No. 5131116241 5131117241

Temperature

Optional Accessories:

Block Model Block Capacity Catalog No.

LB-01 96x0.2ml 5131118241
LB-02 54x0.5ml 5131119241
LB-03 35%1.5ml 5131120241
LB-04 35%2.0ml 5131121241
LB-05 15x0.5ml+20x1.5ml 5131122241
LB-06 24 % Dia.< 12mm Tubes 5131123241
LB-07 12 x 15ml Falcon Tubes 5131124241
LB-08 6 x 50ml Falcon Tubes 5131125241
LB-09 103 x 67 x 30mm Bath Block 5131126241
LB-10 96 x 0.2ml Microplate 5131127241
LB-11 24 x 5ml Tubes 5131128241
LB-12 96-Deep well plate 5131129241
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DRY BATH- 300 Series

Labocon presents Dry Bath-300 Series with LED display,
designed to accommodate an assortment of interchangeable
heating block modules. These are available in one, two or
four block capacities. These have microprocessor controlled

temperature selection and temperature-rise audio alarm.

Specifications:

LDB-301 LDB-302 LDB-303 LDB-304

Control Range

Temperature
Accuracy

Display Resolution
Timer Range
Time for Heating

Ambient+5°C~150°C

+0.3°C at 40°C
+0.5°C at 40°C ~100°C
+1°C at 120°C
0.1°C
1Tmin~99h59min

< 30min (to Maximum temperature)

Ambient+5°C ~120°C

Quantity of Blocks 1 1 2 4
Dimension (LxWxH)(mm) 280x240x110 380x240x110
Power Supply AC220V/120V, 50/60Hz
Catalog No. 5131143241 5131144241 5131145241 5131146241

Optional Accessories:

Block Model Block Capacity Catalog No.

LD-01 49% 6mm 5131147241
LD-02 49 Dia.7mm 5131148241
LD-03 25% Dia.10mm 5131149241
LD-04 55 D6, 12 5131150241
LD-05 25% Dia.13ml 5131151241
LD-06 19252 (B0 S 5131152241
LD-07 16x Dia.15mm 5131153241
LD-08 19252 (B L1 Gt 5131154241
LD-09 16x Dia.16mm 5131155241
LD-10 5% 1B 1@ 96x96x49 5131156241
LD-11 16x Dia.19mm 5131157241
LD-12 ©5% [9Fs. A0 5131158241
LD-13 9 Dia.26mm 5131159241
LD-14 £5¢ DT, 5131160241
LD-15 4% Dia.40mm 5131161241
LD-16 49x 0.5ml tubes 5131162241
LD-17 25%1.5ml tubes 5131163241
LD-18 25% 2.0ml tubes 5131164241
LD-19 96 0.2ml tubes 78x114x26 5131165241

LDBM-20 $1640. 27| iceEleie 81x123x19 5131166241

*LD-19 & LD-20 are only used in LDB-302
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MICROPLATE DRY BATH

Labocon brings to you specially designed dry bath
for microplates with dual heating plates located
above and below the microplates, for quick and
uniform heating. We have block modules to
accommodate two & four microplates,
microprocessor controlled promising high
accuracy & uniformity.

Application:
Microplate Dry Bath can be used in monocloning
antibody screening & ELISA reactions.

Specifications:

Capacity 2 Microplates 4 Microplates
Range Ambient +5°C~70°C
Temperature
Accuracy +0.5°C
Display Resolution 0.1°C

Timer Range

Tmin~99h 59 min.

Time for Heating <25min
Dimension (LxWxH)(mm) 280x270x140 320x350x185
Net Weight (kg) 4 7
Power Supply AC220V/ AC120V
Catalog No. 5131130241 5131131241
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PALM DRY BATH

Labocon offers light weight, compact size Palm Dry Bath,
regulated by microprocessor controller. It is equipped with
error auto-detection, audio alarm, temperature-rise
protection, different blocks & cooling fan.

Specifications:

Model LPDB-101 LPDB-102 LPDB-103 LPDB-104

Range Ambient+5°C to 100°C -10°C to 100°C
Temperature Accuracy <=0.5°C
Uniformity <=+0.3°C
Display Resolution 0.1°C
Time for Heating < 15min (from 20°C to 100°C)
Takes <30min to reach
Cooling Condition Natural Cooling ambient to 20°C
(alerts when at ambient temperature)
Thermo Lid Not Included Included Not Included Included
Catalog No. 5131132243 5131133243 5131134243 5131135243

Optional Accessories:

Block Model Tube Type Catalog No.

LC-01 40 x 0.2ml 0.2ml Tube 5131136243
LC-02 32 x0.5ml 0.5ml Tube 5131137243
LC-03 15 x 1.5ml 1.5ml Tube 5131138243
LC-04 15 x 2.0ml 2.0ml Tube 5131139243
LC-05 8-12.5 x 12.5mm Cuvette 5131140243
LC-06 4 x 15ml 15ml tube 5131141243
LC-07 2 x 15ml 15ml tube 5131142243




LABOCON SYSTEMS
3rd Floor, 207 Regent Street, London, W1B 3HH, UK

Tel: +44 203 3724850
E-mail: info@labocon.com | Web: www.labocon.com
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